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Kycon Adds High Current DC Power Jack  

 
San Jose, CA – Kycon introduces a High Current DC Power Jack to their KLDX series.  The new 

KLDHCX series is rated at 5A and is available as 2.0mm diameter and 2.5mm diameter.  The 

High Current option is available with both the non-locking and locking DC Power Jacks.   

 
Key Specifications: 

• Available 2.0mm and 2.5mm diameter 

• Similar footprint to Kycon standard DC Power Jacks 

• Built-in DC On/Off Switch 

• Rated to 5A 

Part Numbers: 
• KLDHCX-0202-A  2.0mm center pin diameter, straight lead 

• KLDHCX-0202-AC  2.0mm center pin diameter, crimped lead 

• KLDHCX-0202-B  2.5mm center pin diameter, straight lead 

• KLDHCX-0202-BC  2.5mm center pin diameter, crimped lead 

• KLDHCX-0202-A-LT  2.0mm center pin diameter, straight lead, locking type 

• KLDHCX-0202-B-LT  2.5mm center pin diameter, straight lead, locking type 

 
Applications: 
 

• Laptop and Palm computer 

• Portable Modems 

• Radar detectors 

• Other portable devices 

 
Kycon, Inc. was named the #1 connector company in overall product quality, delivery reliability, 

sales support, customer service function, and website usability, by Bishop and Associates, a 

connector industry consulting firm.  For more information or to experience why Kycon has earned 

such prestigious acclaim, please visit Kycon’s website at www.kycon.com 
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